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Model Name Fish Finder Cable
ACVC10 VGAC10
FF525 . . Video Adaptor Video Output
Black Box Fish Finder Cable Cable

50/200 kHz Dual Frequency
600 W or 1000 W output

Power supply DC Min Depth :2.5 Ft (0.8 m) at 200 kHz; 5 Ft (1.6 m) at 50 kHz
Max stand by current draw 1 kW 142 mA at 12V DC Max Typical* : 1 kW :980 Ft (299 m) at 200 kHz; 2700 Ft (823 m) at 50 kHz
1600 W:100 mA at 12V DC :600 W:600 Ft (183 m) at 200 kHz; 1350 Ft (411 m) at 50 kHz
Max current draw :1kw :1.42Aat12VDC NMEA output sentences : Depth: DBT, DPT
1600 W:TA at 12V DC Temperature: MTW
Power Output :600/1000 W (4800/8000 W Peak to Peak) Speed (with DST526): VHW
Display Colors :16 colors Weight :2.20 LBS (1 kg)

)
Operating temperature range: 0° C to +50° C (32° F to 122° F)
Storage temperature range :-20° C to +70° C (-4° F to 158° F)
Dimensions 1196.4W x50 Hx 164.96 D mm (7.73" W x 1.96" Hx 6.5" D)

Display Vertical Resolution : 400 pixels ON CPV350/CP300/CP300I/CP500

:200 pixels ON CP180/CP1801

: Dual 50 and 200 kHz

<1 kW 21200 Ft (365 m) at 200 kHz; 4000 Ft (1219 m) at 50 kHz
1600 W:700 Ft (213 m) at 200 kHz; 1500 Ft (457 m) at 50 kHz
NOTE* This is not a guaranteed specification. The actual maximum depth capability of the system depends on the type of transducer fitted, the reflectivity of the bottom, water condition, etc.
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VLH-3000 30 watt Loud Hailer C €

® 6 Fog Horn signals, Underway, Stop, Sail, Tow, Aground and Anchor

e New Cosmetic Design for a Consistent Look with other Standard Horizon Products
 Flush Mount Capability

e Two 30 Watt PA Outputs, One Forward One Aft

e Two Intercom Connections Allow You to Toggle Between ICT and IC2

e Microphone Features Dedicated Button for Access to Intercom Stations
e External Speaker Output: 4 W Max at 4 ohm
Case Size W xHxD):180 x 110 x 140 mm
Weight (Approx.) : 1.35 kg (without bracket)

Options for VLH-3000

External Speaker

el kale VLR-3S00

IPX7

1 m for 30 min
Submersible
for Eha Frond Parsl

Hail/PA Horn

LOUD HAILER

MLS-300 MLS-300i MLS-310 220SW 240SW
External Speaker Loud Hailer Intercom 10 W Amplified 114 mm Round 127 x 203 mm
Speaker (with CALL button) External Audio Speaker 4 ohm Hail/PA Horn Eegf}gﬂgﬁlar 4 ohm
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Standard Horizon reserves the right to make changes and enhancements to products at our discretion. Current specifications are therefore subject to change without notice.
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